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KRAMOLIN/CZ

BELGIUM / NETHERLANDS
(it depends which track is free) If you are interested please contact us for further 

information: office@mega-kart.com

Bore / stroke 100/89

Displacement 699 ccm

Fuel 98 octane unleaded

Fuel premix ratio 1 : 60

Big end bearing cage bearing

Piston pin bearing needle bearing

Piston forged / hard anodized

Spark plug NGK

Primary drive spur-toothed gears

Clutch multiple disc clutch (9 discs / oil bath)

Gear 4-speed / claw actuated

Ignition programmable ignition-system 650 fire

Cylinder nikasil-coated

Intake double V-membrane

Weight 32.5 kg

TECHNICAL SPECS FEATURES KEIHIN CARBURETOR:

→  Chromed semi-flat throttle valve for excellent 
response and more flow high RPM

→  Throttle bores sized to give maximum power

→  Easy jetting with jetting parts available

→  Quad vents: eliminates post jump bogging from 
fuel plugged vent passages

→  Air strikers: directs air to main nozzle for 
improved signal and throttle response

Saturday 30th September

Sunday 1st October

VMC MEGA

WSP MEGA

10 am to 5 pm

9 am to 1 pm

sidecar left

sidecar right

Friday 20th to Sunday 22nd October


